
NOTES
1) During poor visibility travel speeds will be reduced resulting in increased cycle times. 
2) Maximum travel speed while plowing is generally 50 km/h.
3) Maximum travel speed during deadhead is generally 70 km/h.
4) Musquash East ramp trucks operate in communication with each other and may alternate routes 

depending on traffic and timing to minimize windrows. They may also need to deviate slightly from the 
route plans to accommodate traffic and/ or uncontrollable external factors. MUSQUASH EAST - RAMP PLOW ROUTE #1 & 2

Musquash
Depot

EXIT 96
ROUTE 790

EXIT 114
ROUTE 7

EXIT 119
CATHERWOOD ST

EXIT 123
SOMERSET ST

EXIT 125 
(ONE MILE HOUSE INTERCHANGE)

CROWN ST / BAYSIDE DR

EXIT 128
FOSTER THURSTON DR 

ASHBURN LAKE RD

EXIT 129
ROTHESAY AVE

WESTBOUND LANES
(ROUTE 1)
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BOTH PLOW TRUCKS TRAVEL SOUTH 
ON BLEURY STREET AND TURN
AROUND USING CITY STREETS. 
PREFERRED ROUTE IS TO USE SHERBROOKE ST
AND MONTREAL AVE.

PLOW TRUCK #1 CONTINUES TO TRAFFIC 
LIGHTS AND MAKES RIGHT TURN.

PLOW TRUCK #2 CLEARS RIGHT TURN LANE AND 
SMALL ACCEL LANE UP TO STRUCTURE.

BOTH PLOW TRUCKS DEADHEAD ACROSS STRUCTURE
AND TURN AROUND AT RUSSELL ST (NOT SHOWN 
FOR CLARITY), RETURNING TO WB ON-RAMP.
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NOTE: AT END OF ROUTE PLOW TRUCKS MAY RETURN
TO MUSQUASH DEPOT IF RELOADING OF DE-ICING MATERIAL
IS REQUIRED.

PLOW TRUCK #1 CONTINUES THROUGH
INTERSECTION TO WB ON-RAMP.

PLOW TRUCK #2 CLEARS RIGHT TURN LANE
AND CONTINUES TO CATHERWOOD STREET, 
RETURNING TO WB ON-RAMP VIA IRVING 
GAS STATION.

PLOW TRUCKS CLEAR DOG-LEG BUT MAY NOT 
NEED TO CLEAR ENTIRE RAMP ON SECOND 
PASS DEPENDING ON ACCUMULATION SINCE 
FIRST PASS.

PASS #1:
BOTH PLOW TRUCKS CLEAR EB OFF-

RAMP AND RETURN TO CROWN ST EB-
ON RAMP VIA THORNE AVE.
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END OF 
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EXIT 129 WB  OFF-RAMP &
EB ON-RAMP COMPLETED BY 

HAMPTON WEST MAINLANE
AND HAMPTON WEST RAMP TRUCKS

(SEE DWG M-05 & DWG R-05)

EXIT 114 WB ON-RAMP COMPLETED
BY MUSQUASH WEST RAMP TRUCK

(SEE DWG R-03)
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PLOW TRUCKS TRAVEL TO MARKET PLACE 
VIA LUDLOW & KING ST WEST.  PLOW TRUCKS CLEAR 

NORTHBOUND LANE OF STRUCTURE AND WB-ON RAMP,
RETURNING TO  EXIT  119A (BLEURY ST) 

PLOW TRUCK#1
PROCEEDS THRAIGHT THROUGH
TRAFFIC LIGHTS TO EB ON-RAMP

PLOW TRUCK #2 MAKES RIGHT TURN 
AT LIGHTS AND RETURNS TO EB ON-
RAMP VIA GARDEN ST.

EASTBOUND LANES
(ROUTE 1)

PASS #2:
BOTH PLOW TRUCKS DEADHEAD  AND 

TURN AROUND AT RUSSELL ST, 
RETURNING TO EB ON-RAMP.

BOTH PLOW TRUCKS TURN 
AROUND ON ASHBURN LAKE 
RD VIA AVAILABLE INDUSTRIAL 
PARKING LOTS.

PLOW TRUCK #2 CLEARS TO 
INTERSECTION AT RTE 100 AND TURNS 

AROUND AT FULTON LANE. 

PLOW TRUCK #1 CLEARS LEFT 
TURN LANE  UNDER OVERPASS 

AND RETURNS TO WB LANES.

BOTH PLOW TRUCKS TURN 
AROUND AT INTERSECTION OF
ASHBURN RD AND FOSTER 
THURSTON.

EASTBOUND LANES
(ROUTE 1)

PLOW TRUCK #1 TURNS LEFT AT
TOP OF OFF-RAMP, ONTO WB ON-RAMP

PLOW TRUCK #2 CONTINUES ONTO 
PARADISE ROW AND RETURNS VIA AVAILABLE
PARKING LOTS

THORNE AVE
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EXIT 117
CATHERWOOD ST

EXIT 120
MARKET PLACE

EXIT 114 EB OFF-RAMP COMPLETED
BY MUSQUASH WEST RAMP TRUCK
(SEE DWG R-03)

MUSQUASH EAST RAMP TRUCKS MAY ASSIST 
IN CLEARING EB OFF-RAMP DEPENDING ON TIMING OF
ROUTES, PRESENCE OF WINDWROWS, OR OTHER
EXTERNAL FACTORS.

PLOW TRUCK TURNS AT CROSSOVER ON ROUTE 7
AT GATEWAY FACILITY LIMITS UNDER 

ROUTE 100 UNDERPASS. PLOW TRUCKS MAY USE
EXIT 96 ON RTE 7 DURING PERIODS OF HEAVY 

TRAFFIC OR REDUCED VISIBILITY.

PASS #1
PASS #2

WESTBOUND LANES
(ROUTE 1)

ROUTE 1 - MUSQUASH EAST  - RAMP PLOW ROUTES #1 & 2
Theoretical Plow Cycle Time: 97 mins (See Notes)

Average Theoretical Plow Operating Speed: 42 km/h

Note: Exit 120 EB On-Ramp and all ramps at Exits 121 and 122 are responsibility of NBDTI
WEST

EAST

N.T.S.
Not to Scale DWG R-04

LEGEND

ADJACENT PLOW ROUTE

DEADHEAD (TRUCK #1) 

PLOW DOWN (TRUCK #1)

ADJACENT DEADHEAD

DEADHEAD (TRUCK #2)

PLOW DOWN (TRUCK #2)


